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WSRF - 50

Radiographing and Fluoroscopic X-RAY System

WSRF-50 system human body general Radiographic and Fluoroscopic are possible R/F system by

high frequency Inverter mode and when Fluoroscopic Is very convenient that user operates because
console that can control condition Is attached on R/F table. when Fluoroscopic, cna use more conveniently
if use ABS and AEC function that is option function.

*RF#1 : This system is apical equipment that can control

radiographing and fluoroscopic condition in RF table.

SPECIFICATIONS

Type : Motor driven reciprocation
Gird : r=8:1, d=85 lines / inch
Cassette Size : Up to 14"x17"(35x43cm)

Travelrange : Approx. 105cm

Type : Motor driven
Table tilting Range : Approx. +90° ~ -15° Bucky device
Speed : Approx. 90°/20sec 60Hz

Model Name

R-Consol / F-Consol WSRF-50C / WSRF-50FC Type : Motor driven Longitudinal travel approx. 55cm

Movenment of

Range : Appox. 80cm upward Transverse travel approx. +12cm

High Ferquency Generator WSRF-50G (50kw) spot-film device

X-Ray Tube £7252X (made by Toshiba / Japan) Approx. 30cm downward Vertical travel approx. 14~15cm
R-Collimator / E-Collimator CM-W1 / FCM-W1 Table Sliging (in horizontal position) Compression cone Manual operation
Floor to Ceiling Tube Stand(Options) TS-W1 (TC-W1) Approx. 80cm upward Grid r=6:1, 0=85 lines / inch
R / F Bucky Table RFBT-W1 (in table tilting 50°~-90°) Field collimation Motor driven, manual operation
i i ; i Speed : Approx. 3.6cm/sec. 60Hz Parking of spot-
4-Way floating top bucky table BT-W1 (Options) p PP / | g | p Flectromagnetic lock systems
High Tension cables HVC-B Approx. 5ecm/sec. 50Hz film device
Vertical Bucky Stand BS-W1 Table top Flat. 200L X 70W cm Min, installation 310 X 158W X 260H
. . . = cm
Image Intensfier 6" & 9" (made by Toshiba / Japan) Table top height Approx. 84H cm (in horizontal position) space
CCD Camera (811X508) 400,000 Pix Tabletop to A &TH Weight Approx. 650kg (except image assembly)
i 17" focus distance | Power require- |
vianior (LR BLL) le=ld _ _ _ ' 220V AC. 3KVA, 50/60Hz, single phase
Digital Image System (Options) Tabletop material Laminate, approx. 0.6cm thickness ments

Inherent filtration

Less than 1.0mm Al eq. at 100kVp

Tabletop to film
distance

Approx. 6.5cm

Spot Film Format

8X10inch  18X24cm
10X12inch 24X30cm
14X14inch 35X35cm



